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欧式防爆葫芦
Explosion-proof Hoist



防爆应用
Typical application of Ex-proof Crane

钻井平台 Offshore Platforms (Oil & Gas)
炼油厂 Oil Refineries

化工厂 Chemical Plants
水处理厂 Waste Water Treatment

喷漆车间 Paint Shops
燃气电厂 Gas Power Plants

印刷厂 Printing 



世界防爆技术源于欧洲
Explosion proof technology based on 
European Standards (CENELEC)

标准 Standards
EN 50 014 - EN 50 020 / IEC60079 / GB3836

国际防爆标志
Explosion-proof 
symbol (ISO)



危险区域定义
Hazardous Area

0 Zone 区:  >1000hour/year

爆炸危害持续存在

Explosion atmosphere is CONSTANTLY present

1 Zone 区: 10~1000hour/year

爆炸危害偶而存在
Explosion atmosphere is OCCASIONALLY present

2 Zone 区: 0.1~10hour/year

爆炸危害极少存在
Explosion atmosphere is SHELDOM/SHORTLY present

我们产品满足区域1和2
Our products meet the requirements 
of Zone 1 and Zone 2

0 Zone 区 1 Zone 区

2 Zone 区

易燃易爆
气体/液体

Gas/Liquid

通风口 Ventilation

储气/油罐
Gas/Oil Tank

法兰 泵 管道
Flange   Pump     Pipe

<

依据 IEC 79-10对危险性环境进行划分
Hazardous area according to IEC 79-10



EEx de IIB T4
设备防爆标志

Explosion Symbol

防爆型式 Type of protection

防爆分类和分级 Explosion Class

温度等级
Temperature Class

隔爆型 Flameproof enclosure  ‘d’
增安型 Increased Safety ‘e’

我们可供货等级
Our delivery scope

dIIBT4
默认等级 Our default class

eIIBT4
可选等级，成本增加>30%    Optional class

IICT4  / eIIIBT4 
可选等级，成本增加>50%    Optional class

防爆等级代码
Ex-proof class code



防爆型式
Type of protection

序
Nr

防爆型式
Type

代号
Code

防爆措施
Protection Method

1 隔爆型
Flame-proof d 隔离存在的点火源，如防爆电控箱、防爆电机、防

爆开关等
Flame enclosure for contactor, transformers, etc.

2
增安型
Increased
safety e 设法防止产生点火源，镀铜吊钩、车轮等

Spark-proof, bronze hook and wheel, etc.

3 本安型 ia
限制点火源的能量

4 本安型 ib
5 正压型 px,py,pz

危险物质与点火源隔开6 充油型 o
7 充砂型 q
8 无火花型 na,nl,nc,nr,nz

设法防止产生点火源9 浇封型 ma,mb
10 气密型 h

d
默认型式

Default type

e
可选型式

Optional type



防爆分类、分级
Explosion Class 

用于矿井 Mining      I

用于工厂环境 Workshop   II
用于粉尘和纤维环境 Powder/Fiber III  

分
类

A       B        C

分 级

IIB IIC

可选类级
Optional class

默认类级
Default class

IIIB
IIIB 非导电性粉尘

IIIC 导电性粉尘



W

L

IIB

IIC防爆要求高、加工难度大，成本比IIB高
Cost of IIC is higher than IIB

W

L

IIC

分级

Class

止口结合
面长度

L

(mm)

结合面最
大间隙

W 

(mm)

起升速度

Lifting 
speed

(m/min)

大小车速度

Trolley&
bridge 
speed

(m/min)

防闪要求

Spark-
proof

IIB >3.0 <0.2
No 
limit

No limit No

IIC >6.0 <0.04 Max. 8 Max. 16 Yes

IIB、IIC区别
IIB & IIC Difference 

IIB可以用平面型 Flange cover

IIC只能用圆柱型 Shaft cover

>50%



温度组别
Temperature Classification

电机表面最高温度
Max. surface temp.

温度组别
Temp. Class

（℃） IEC79-8
450℃ T1
300℃ T2
200℃ T3

135℃ T4
100℃ T5

85℃ T6

T4
默认组别
Default class



欧洲标准中没有统一要求

No requirements in European Standards 

增安”e” 和 IIC必须有防闪措施
Increased Safety “e” and IIC must be spark proof

镀铜吊钩、镀铜车轮、尼龙滑轮、尼龙导绳器等

Bronze coated hook + bronze trolley wheels and  wheel drop brackets
Nilon rope guider and sheeve

防闪（防火星）
Spark proof



防爆葫芦规格
Load and duty

起重量
Load

Max.

80t

防爆等级
Ex-Class

dIIBT4
eIIBT4
IICT4
eIIIBT4

工作等级
Duty-class

M3
M4
M5



科尼
KONE

Sinoko cranes

传统苏式
Normal

工艺品级外观
Perfect out-looking



国内传统
Normal 
>1500mm

Sinoko Cranes
520mm

厂房高度降低
Roof lowering 

~1m

降低厂房高度，节约建筑成本
Lowering roof,  space saving and cost saving

低净空设计
Low headroom



C型轨拖令系统
festoon system with C profile rail

橡套圆电缆

Complete rubby and round-form cable

尼龙滑车

Plastic cable trolley  

双挡大小车运行限位

2-step limit switches (Bridge and trolley)

防爆移动供电系统
Ex-proof power supply system



防爆葫芦先进配置
Leading Design

u 低净空设计 Low headroom

u 柔性驱动，内应力小，传动效率高 Smart driving, higher efficiency

u 双速小车，运行平稳 2-speed trolley

u 硬齿面减速机，自重轻 Hardened gear

u 电磁盘式，防尘 Electromagnetic disk brake

u 高强钢丝绳 2160N/mm2          Heavy duty steel wire rope

u DIN标高强度合金钢锻造吊钩 Alloy forging hook,  DIN 15401

u 防爆电控箱，防护等级 IP65 IP65 Ex-proof Control cubicle



防爆电机
Ex-proof Motor

u 鼠笼式高转速电机 Heavy duty motor

u 防爆等级达到 IIC Up to IIC

u 防护等级IP65，H级绝缘 IP65 / H Insulation

u 重级制，持续率60%ED    60%ED rating

u 过热保护 Over heating  protection

u 过载保护 Overloading protection

u 免维护 Maintenance free



可编程四级旋转限位

4-steps  adjustable rotation switch

下限位、上减速限位、上限位、上极限限位

Lower, Slow-down, Upper,  Top 

缺相保护

Phase sequence control

防爆起升限位
Lifting Limit Switch



防爆资质
Qualification


